#### Blast™

- **Weight:** 1.71 lb
- **Height:** 8.5 to 11.5
- **Half Sizes:** 4 to 16
- **Size Range:** 5 to 14

**FUNCTIONAL FEATURES**
- Anti-static
- HeelBevel
- TPU outsole heat resistant to 302°F

**Example:** Rocky Brown, Size 7 - E93873071

---

#### Rigger™

- **Weight:** 1.65 lb
- **Height:** 6" • PU innersole • TPU outsole heat resistant to 572°F
- **Half Sizes:** 8.5 to 11.5 • Low catch sole • Anti-torsion sole • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)
- **Size Range:** 6.5 to 12.5 • PU midsole • EVA innersole • TPU outsole heat resistant to 302°F

**Example:** Rocky Brown, Size 10 - E93816101

---

#### Boss™

- **Weight:** 1.43 lb
- **Height:** 6" • Phylon midsole • Stability cup • Heat resistant to 572°F
- **Half Sizes:** 6.5 to 12.5 • Silicone gel heel and innersole • Cambrelle® lining • Meets USA Safety Standards
- **Size Range:** 5 to 17 • Anti-static • HeelBevel • Knitted polyester lining

**Example:** Rocky Brown, Size 5 - E93824301

---

#### Dingo™

- **Weight:** 1.60 lb
- **Height:** 6" • Phylon midsole • Stability cup • Heat resistant to 572°F
- **Half Sizes:** 6.5 to 12.5 • PU innersole • TPU outsole heat resistant to 302°F
- **Size Range:** 5 to 17 • Anti-static • HeelBevel • Knitted polyester lining

**Example:** Rocky Brown, Size 5 - E93838051

---

#### Tradesman™

- **Weight:** 1.34 lb
- **Height:** 8.5 to 11.5 • Anti-static • HeelBevel • TPU outsole heat resistant to 302°F
- **Half Sizes:** 5 to 14 • Zip closure • ForefootFlex • Cambrelle® lining
- **Size Range:** 5 to 16 • TractionSole • PosteriorAnkleFlex • Rake10mm

**Example:** Rocky Brown, Size 11 - E93852111

---

**Features no-lace, slip-on design. Great for oil work!**

---

**Fax (800) 244-1938**

**Tel (800) 262-0200**

**3031 Gardenia Avenue, Long Beach, CA 90807**

---

**MACK, Mack and the Bulldog design oval logo, Bulldog design are registered trademarks of Mack Trucks, Inc. All rights reserved.**

---

**When Protection Counts**

---

**Mack Boots Product Overview**

---

**SAS Safety Corp. | Tel (800) 262-0200 | Fax (800) 244-1938 | www.sassafety.com/mackboots**

---
Features no-lace, slip-on design. Great for oil work!
<table>
<thead>
<tr>
<th>Model</th>
<th>Color</th>
<th>Size Range</th>
<th>Weight</th>
<th>Innersole Material</th>
<th>Outsole Material</th>
<th>Temperature Resistance</th>
<th>Additional Features</th>
</tr>
</thead>
<tbody>
<tr>
<td>Statesman™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.50lb</td>
<td>PU</td>
<td>Rubber</td>
<td>Heat resistant to 572°F</td>
<td>HeelBevel, Anti-static, ForefootFlex</td>
</tr>
<tr>
<td>Rider™</td>
<td>Black</td>
<td>6.5 to 17</td>
<td>1.52lb</td>
<td>EVA</td>
<td>TPU</td>
<td>Heat resistant to 302°F</td>
<td>Anti-static, ForefootFlex, Midsole Rake 10mm</td>
</tr>
<tr>
<td>Tradie™</td>
<td>Black</td>
<td>5 to 17</td>
<td>1.50lb</td>
<td>OrthoLite</td>
<td>Rubber</td>
<td>Heat resistant to 572°F</td>
<td>HeelBevel, Anti-static, ForefootFlex</td>
</tr>
<tr>
<td>Granite™</td>
<td>Honey</td>
<td>8.5 to 11.5</td>
<td>N/A</td>
<td>Silicone Gel</td>
<td>Rubber</td>
<td>Heat resistant to 572°F</td>
<td>ForefootFlex, Cambrelle® Lining</td>
</tr>
<tr>
<td>Charge™</td>
<td>Honey</td>
<td>5 to 14</td>
<td>1.19lb</td>
<td>EVA</td>
<td>TPU</td>
<td>Lightweight and airport friendly</td>
<td>ForefootFlex, Knitted Polyester Lining</td>
</tr>
<tr>
<td>Neptune™</td>
<td>Grey White</td>
<td>5 to 14</td>
<td>N/A</td>
<td>EVA</td>
<td>TPU</td>
<td>Lightweight and airport friendly</td>
<td>ForefootFlex, Knitted Polyester Lining</td>
</tr>
<tr>
<td>Venus™</td>
<td>Honey</td>
<td>5 to 14</td>
<td>N/A</td>
<td>EVA</td>
<td>TPU</td>
<td>Lightweight and airport friendly</td>
<td>ForefootFlex, Knitted Polyester Lining</td>
</tr>
</tbody>
</table>

*Weights and dimensions are approximate and may vary slightly. Please refer to product specifications for more detailed information.
<table>
<thead>
<tr>
<th>Model</th>
<th>Color</th>
<th>Size Range</th>
<th>Weight</th>
<th>Features</th>
</tr>
</thead>
<tbody>
<tr>
<td>Tradie™</td>
<td>Black</td>
<td>5 to 14</td>
<td>14oz</td>
<td>Weight: 14oz • Height: 6&quot; • PU innersole • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Granite™</td>
<td>Black</td>
<td>5 to 14</td>
<td>14oz</td>
<td>Weight: 14oz • Height: 6&quot; • PU innersole • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Rider™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.52lb</td>
<td>Weight: 1.52lb • Height: 6&quot; • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Statesman™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.56lb</td>
<td>Weight: 1.56lb • Height: 6&quot; • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Charge™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.60lb</td>
<td>Weight: 1.60lb • Height: 6&quot; • PU innersole • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Turbo™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.59lb</td>
<td>Weight: 1.59lb • Height: 6&quot; • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Venus™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.19lb</td>
<td>Weight: 1.19lb • Height: 6&quot; • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Neptune™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.52lb</td>
<td>Weight: 1.52lb • Height: 6&quot; • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
<tr>
<td>Saturn™</td>
<td>Black</td>
<td>5 to 14</td>
<td>1.56lb</td>
<td>Weight: 1.56lb • Height: 6&quot; • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)</td>
</tr>
</tbody>
</table>

Note: All models meet USA Safety Standards ASTM F2413-11 (M I/75 C/75) and are slip resistant.
Mack Boots Product Overview

**Blaster™**
- **Weight:** 1.34 lb
- **Height:** 6” • Phylon midsole • Cambrelle® lining
- **Half Sizes:**
- **Size Range:** 4 to 16 • Phylon midsole • Rake10mm • Rubber nitrile outsole heat resistant to 572°F

**BullDog™**
- **Weight:** 2 lb • ForefootFlex • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)
- **Height:**
- **Half Sizes:**
- **Size Range:** 5 to 16 • TractionSole • ForefootFlex • Rubber nitrile outsole heat resistant to 572°F

**Rigger™**
- **Weight:** 1.43 lb
- **Height:** 6” • ForefootFlex • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)
- **Half Sizes:**
- **Size Range:** 6.5 to 12.5 • PU midsole • EVA innersole • TPU outsole heat resistant to 302°F

**Boss™**
- **Weight:**
- **Height:**
- **Half Sizes:**
- **Size Range:** 7 to 14 • Phylon midsole • Cambrelle® lining

**Dingo™**
- **Weight:** 6” • ForefootFlex • Rake10mm • Meets USA Safety Standards ASTM F2413-11 (M I/75 C/75)
- **Height:**
- **Half Sizes:**
- **Size Range:**

**Tradesman™**
- **Weight:**
- **Height:**
- **Half Sizes:**
- **Size Range:**

**Great for oil work!**
- Features no-lace, slip-on design.

---

Fax (800) 244-1938
Tel (800) 262-0200
Long Beach, CA 90807
3031 Gardenia Avenue

MACK, Mack and the Bulldog design oval logo, Bulldog design are registered trademarks of Mack Trucks, Inc. All rights reserved.

When Protection Counts

SAS Safety Corp. | Tel (800) 262-0200 | Fax (800) 244-1938 | www.sassafety.com/mackboots